
•	 2/4/8 points over single CAT6 cables up to 40m/100ft 
•	 HDMI loop through
•	 Resolutions up to 1920x1080@60Hz 
•	 IR control
•	 EDID control
•	 Compatible with SKY HD & SKY Q and Blu Ray, Apple TV or CCTV applications

Specification

Description

HDMI0102SCAT / HDMI0104SCAT / HDMI0108SCAT
 1 to 2 / 1 to 4 / 1 to 8 over single CAT splitter with HDMI loop & IR control 

Items Specification

HDMI signal HDMI1.3, Compatible with HDCP1.2

Input 1 x HDMI

Output 2 x RJ45  /  4 x RJ45  /  8 x RJ45

Support resolution 480i@60Hz, 480p@60Hz, 576i@50Hz, 576p@50Hz, 720p@50/60Hz, 1080i@50/60Hz, 1080p@50/60Hz

Transmit distance Full HD resolution 1080p@60Hz up to 40 meters via CAT6 cable

Working temperature 0ºC - 60ºC

Power Supply DC5V/3A 

Power consumption <10W  /  <15W  /  <24W

Dimension TX: 157.8(L) x 62.0(W) x 21.6(H) mm  RX: 71.6 x 66.6 x 22.6mm
TX: 190(L) x 95.9(W) x 23.9(H) mm  RX: 71.6 x 66.6 x 22.6mm 
TX: 276(L) x 95.98(W) x 23(H) mm  RX: 71.6 x 66.6 x 22.6mm

Colour Black


